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D O U B L E - H U N G  W I N D O W s
A D V A N T A G E S  A N D  A P P L I C A T I O N S

A double-hung window consists of two vertically sliding sash in a single frame. Both sash are counterbalanced by a spring-
powered block-and-tackle balance mounted on the side of each sash. Tilt latches for each sash allow inward tilting for easy 
cleaning. Upper and lower sash are securely closed by use of a cam-type sash lock. An insect screen is installed into the 
outside track.

A D VA N TA G E S
�	 Both sash can be operated for ventilation at top  

and bottom of window.

�	 Both sash can be tilted inward for easy cleaning.

�	 Patented Fibrexfi material is stronger than vinyl, 
providing greater durability.

�	 Fibrex material with low-maintenance capstock  
gives a rich, low-luster �nish to sash and frame, 
similar to painted wood.

�	 Smooth radius surfaces on the frame and sash  
are pleasing to the eye and easier to clean.

�	 Mortise-and-tenon appearance on the interior  
and exterior sash corners gives a traditional,  
hand-crafted look.

�	 Full-perimeter weatherstrip provides superior 
weathertightness while still allowing easy sash 
operation.

�	 Sash are counterbalanced by a spring-powered 
block-and-tackle balance mounted on the side and 
matched to the weight of each individual sash.

A P P L I C AT I O N S
�	 Excellent choice for homes and condominiums where 

traditional styling is important; appropriate for many 
restoration projects.

�	 Suitable in areas facing walkways, decks and other 
traf�c areas because sash do not project outward.

�	 Convenient in areas where the sash need to be 
cleaned from the interior. 

�	 Visually compatible with other Renewal by Andersenfi 
products.

Double-Hung 
Replacement Windows
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		  A sloped sill insert double-
hung window is shown here, though 
part usage is the same as or similar  
to that of a full-frame or �at sill  
insert double-hung window.

1.	 Frame (insert)

2. 	 Wash assist

3. 	 Side jamb liner  
weatherstrip (upper)

4.	 Side jamb liner (interior  
and exterior sash tracks)

5.	 Side cover check  
rail weatherstrip

6. 	 Balance end clip screw

7. 	 Side jamb liner weatherstrip  
(lower) with integrated �n pile

8.	 Tilt latch

9. 	 Upper balance screw

10. 	Balance (upper sash)

11.	Exterior sash interlock  
(upper sash)

12. 	Lower balance screw

13. 	Balance (lower sash)

14. Bottom rail weatherstrip

15.	Sash lift (optional)

16.	Sash lock

17.	Interior sash interlock  
(lower sash)

18.	Sash keeper

19.	Insect screen

20.	Universal insect screen  
latch retainer

21.	Insect screen latch 

22.	Child safety opening  
control device (optional)

D O U B L E - H U N G  C O M P O N E N T S

S1

S2
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S T A N D A R D  F E A T U R E S s
D O U B L E - H U N G  W I N D O W

		
A sloped sill insert double-hung 
window corner section is shown here, 
though standard features are the 
same as for �at sill insert or full-
frame double-hung windows.

Described below are features that contribute to the double-hung window�s low 
maintenance, energy e�ciency, ease of operation, and  
pleasing appearance.  

� 	 Frame � Made of rigid Fibrexfi material a unique structural  
composite of wood �bers and a special thermoplastic  
polymer.  Developed by Andersenfi, Fibrex material  
combines the strength and stability of wood with the  
low-maintenance features of our time-tested  
Perma-Shieldfi cladding.

�	 Sash � Constructed of Fibrex material.�Corner  
keys provide durable, watertight corners.  
�e mortise and tenon joinery complements  
the frame.�A high-performance silicone sealant  
provides a watertight seal between the glass  
and sash.

� 	 �Glazing � High-PerformanceTM LoE4fi*  
glass with an inert, energy-e�cient  
gas, is standard for every window. See  
Options on page 3-6 for other glass choices.

	 *LoE4 is a registered trademark of Cardinal IG Company.

� 	� Glass spacer � �e patented low-conductivity spacer is made of stainless 
steel and resists heat transfer four to �ve times better than aluminum 
spacers used by many other manufacturers.	  



S P E C I F I C A T I O N S  A N D  T E C H N I C A L  M A N U A L

CONFIDENTIAL         Double-Hung Window Speci�cations   3-5JUNE 2017
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D O U B L E - H U N G  W I N D O W

�	� Removable protective �lm � Packaging features a clear protective �lm that is 
factory applied to both the interior and exterior glass surfaces to help protect 
the glass from shipping and installation damage. 

� 	 Weatherstrip � A dual system of a foam-�lled bulb applied to the sash frame 
and a constant-force low-friction weatherstrip applied to the frame provide a 
tight seal.

 
�     Sash Lock and Keeper � �e zinc die cast dual cam-type sash lock, mounted at 
       center of the meeting rail on the interior sash, engages easily into the keeper 
       mounted on the center of the meeting rail on the exterior sash. �e Double- 
       hung Window Component Color Combination Chart on page 3-11 shows the  
       hardware color for each window color combination.

Fibrex material 
interior sash

Stainable wood 
interior sash

O P T I O N S s
D O U B L E - H U N G  W I N D O W

�e following options are available for all Renewal by Andersenfi double-hung 
windows: 

�	 Dual-Colors and Stainable Wood Interior Veneers � Dual-color windows  
	 are available that have di�erent interior and exterior colors. Stainable wood  
	 interior veneers are also available in oak, maple, and engineered pine. �e Double- 
	 Hung Window Component Color Combination Chart on page 3-11 shows available  
	 color combinations and the default color of individual components for these  
	 combinations. Alternative component (e.g., insect screens, grilles, hardware, side  
	 jambs) color combinations are available upon request.

 	 Painting and staining guidelines for Fibrex fi material and stainable wood 
interiors are available in this manual, the Product Installation Manual and in  
the Care and Maintenance Guide. 

� 	 Traditional Square Check Rail � Optional square-shaped check rail available 
in oak, maple, engineered pine veneer and Fibrex material interior �nishes 
o�ers a classic �at surface appearance. �ese classic lines create the old world 
look, using the advanced technology of today. �is option can be used with 
any other double-hung lock components or grille accessories.

� 	 Rounded Contemporary Check Rail � Original rounded contemporary 
check rail is still available (as an option) in same color and wood species.

�	 TruScenefi Insect Screen � Micro-�ne stainless steel mesh (25 x 25 per inch mesh) 
that provides over 50% more clarity than standard Andersen insect screens.  

Keeper  Lock

Traditional Fibrex Material 
Square Check Rail
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�	 Aluminum Insect Screen Cloth � Durable aluminum screen cloth (18 x 16 per 
inch mesh) in a glare-resistant charcoal gray.

�	 Half Insect Screen � A half insect screen is available that only covers the lower 
sash. �e half screen does not impede the operation of the upper sash.

�	 Decorative Glass Patterns � Standard windows have no textured glass pattern 
whatsoever. Optional textured patterns are as follows:

	 � Obscure (not available on double-hung windows taller than 86")
	 � Reed
	 � Cascade
	 � Fern (not available on double-hung windows wider than 50-5/16") 

�	 Glass Coating � High-Performance� Low-E4� coating is standard with all 
windows. Optional glazings are as follows:

	 � Clear (no coating)
	 � SmartSun�

	 � High-Performance Low-E4 Smart Sun� tinted coating 
�  High Performancefi Low-E4 Smart Sun� with Heatlock� 
* High Performancefi Low-E4 Smart Sun� with Heatlock� not available with decorative glass patterns 

�	 Tempered Glass � Tempering is an option for all available glass options. 
Untempered glass is standard.

O P T I O N S ,  c o n t . s
D O U B L E - H U N G  W I N D O W

Double-Hung  
Window

Full  
Insect Screen    All sash ratios

Restrictions
All heights available for unit widths less than or equal to 50-1/4". 
All widths available for unit heights less than or equal to 48-5/8".
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TruSceneTM Not Available for these sizes

DB TRUSCENE®

FULL INSECT
SCREEN:
ALL SASH 
RATIOS

AVAILABLE SIZES

 

96" MAX

27-3/4"

16-1/2" MIN 54"

50-1/4"

70"

48-5/8"

70"

48-5/8"

50-1/4"

Double-Hung  
Window Half Insect Screen All sash ratios All sizes available, no restrictions

NOTE:  
Equal Sash Ratio 
DB min/max chart 
shown here; screen 
dimensions apply to 
all sash ratios.

Glass Options

High Performance® 
Low-E4 Smart Sun™ with 
Heatlock™ (no pattern)

High Performance® 
Low-E4 Smart Sun™ tinted

High Performance® 
Low-E4 Smart Sun™  

(no pattern)

High Performance® 
Low-E4 (no pattern)

Obscure

Reed

Cascade

Fern
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�	 Extension Jamb � U.S. Patent Number: Des. 5,555,684

	 An extension jamb extends the depth of a frame to accept a replacement 
window. Our patented design improves the standard method of securing 
the jambs to the window frame with glue or nails, which is the method 
used by many manufacturers. 

	 �e design creates a snap-in �t of the extension jamb into the window 
frame. �is is aesthetically more pleasing and eliminates problems with 
staining and �nishing that may occur with glue or nail holes.

Installing an extension jamb

Double-hung si l l  profi le

�	 Joint Structure (Mortise/Tenon) � U.S. Patent Number: Des. 5,603,585

	 Renewal by Andersenfi has a patented design and manufacturing method 
to make a welded corner with the appearance of a traditional, hand-
crafted mortise-and-tenon joint. By end-cutting the sash members in a 
unique way, we provide a welded corner on the exterior surface of the sash that 
provides strength and excellent weathertight construction, while the interior 
portion of the sash parts are joined to create a mortise-and-tenon-style corner 
joint. �is marriage of function and traditional window style is unique in the 
window replacement industry. 

Mortise-and-tenon-
style corner joint

D O U B L E - H U N G  W I N D O W  A N D  R E L A T E D  P A T E N T S ,  c o n t .

D O U B L E - H U N G  W I N D O W


